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§179.340 Trunks.

Where a trunk (i.e., an enclosed pas-
sageway through a deck or bulkhead) is
installed, it must comply with the re-
quirements of §179.360(a)(1) and with
the requirements of §171.113 in sub-
chapter S of this chapter.

§179.350 Openings in the side of a ves-
sel below the bulkhead or weather
deck.

(a) On a vessel operating on exposed
or partially protected waters, an open-
ing port light is not permitted below
the weather deck unless the sill of the
port light is at least 760 millimeters (30
inches) above the deepest load water-
line.

(b) A port light must have an inside,
hinged dead cover regardless of wheth-
er the port light is or is not capable of
being opened.

(c) Except for engine exhausts, each
inlet or discharge pipe that penetrates
the hull below a line drawn parallel to
and at least 150 millimeters (6 inches)
above the deepest load waterline must
have means to prevent water from en-
tering the vessel if the pipe fractures
or otherwise fails.

(d) A positive action valve or cock
that is located as close as possible to
the hull is an acceptable means for
complying with paragraph (c) of this
section.

(e) If an inlet or discharge pipe is in-
accessible, the means for complying
with paragraph (c) of this section must
be a shut-off valve that is:

(1) Operable from the weather deck or
any other accessible location above the
bulkhead deck; and

(2) Labeled at the operating point for
identity and direction of closing.

(f) Any connecting device or valve in
a hull penetration must not be cast
iron.

(9) Each plug cock in an inlet or dis-
charge pipe must have a means, other
than a cotter pin, to prevent its loosen-
ing or removal from the body.

§179.360 Watertight integrity.

(a) A hatch exposed to the weather
must be watertight, except that the
following hatches may be weather-
tight:
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(1) A hatch on a watertight trunk
that extends at least 305 millimeters
(12 inches) above the weather deck;

(2) A hatch in a cabin top; and

(3) A hatch on a vessel that operates
only on protected waters.

(b) A hatch cover must:

(1) Have securing devices; and

(2) Be attached to the hatch frame or
coaming by hinges, captive chains, or
other devices of substantial strength to
prevent its loss.

(c) A hatch cover that provides ac-
cess to accommodation spaces must be
operable from either side.

(d) A weathertight door must be pro-
vided for each opening located in a
deck house or companionway. Perma-
nent watertight coamings must be pro-
vided as follows:

(1) On a vessel on an exposed or par-
tially protected route, a watertight
coaming with a height of at least 150
millimeters (6 inches) must be provided
under each weathertight door in a
cockpit or a well, or on the main deck
of a flush deck vessel.

(2) On a vessel on a protected route,
a watertight coaming with a height of
at least 75 millimeters (3 inches) must
be provided under each weathertight
door in a cockpit or a well.

(3) The height of the watertight coa-
ming for a hinged watertight door need
only be sufficient to accommodate the
door.
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